







































































Maintenance

Effective life
Effective life of this equipment is 10 years, in these years all instruments and accessories
are provided by Tosan Company.

Calibration
Recommended that for increasing shelf life of equipment and precise measurement,
equipment should be serviced and calibrated every 6 years by Tosan company lawful

agencies.
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Alarms

e Audible and visible alarm, when ventilation system of enclosure inside air is disordered
e Audible and visible alarm, when thermal sensor is disordered

o Audible and visible alarm, when temperature is more than 39.3° (at special mode 40°)

o Audible and visible alarm, when enclosure inside temperature deviates by + 2°

e Audible and visible alarm, when infant temperature sensor is disordered.

e Audible and visible alarm, when infant temperature is more than 38.5°

e Audible and visible alarm, when water enclosure is empty

e visible alarm, when back up battery of equipment is dead

e Audible alarm, when network electricity is cut off

e Audible and visible alarm, when the temperature of equipment settlement is low.
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Trouble — shooting

Attention

Attention if there is any disorder at equipment operation, please inspect
following items, before contact with Tosan company repair service group.

Possible cause(s) and recommended )
action(s)
On/off key isn’t on.

Equipment doesn’t turn on Plug doesn’t connect to plug.
Equipment settlement electricity is cut off.

Symptom of disorder

Equipment places through cold air.

The temperature of incubator Equipment sensor doesn’t place in proper
doesn’t increase position.

Enclosure values are open.

Equipment is near to a heater source.
(such as heater)

Room temperature is more thanallowed
The temperature of incubator value.(30%)

is more than allow value Equipment is under straight radiant of the
sun.

Equipment sensors don’t place in proper
position.

Water tank is empty.

Humidity isn’t enough Enclosure values are open.

. Value and entrance terminal of oxygen
Compression of oxygen are blocked.

s
doesn’t increase Enclosure values are open.

. /
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Trouble — shooting

( Symptom of disorder Possible cause(s) and recommended )
action(s)
Sensor has not been installed in its place.
Equipment alarms SEN.F Room temperature is lower than allowed
value.
Equipment alarms L.W Water battery is dead.
Equipment gives audible alarm and
equipment active indicator turning Back up battery is dead.
on and off
Air circulation system is failed.
Equipment gives audible and visible |Air circulation fan isn’t placed properly.
F.F alarm An external substance preventing of air
circulation fan moving.
. J/
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Technical specifications

Vs

Power supply

N

220 to 240 volts — AC — 50 hertz, 450 watt

Classification

BF — 2 class — normal equipment
Alternative work

Temperature control

28 to 37 centigrade degrees
(in special mode 39°)

Humidity control

30 to 90 percent of relative humidity

Oxygen compression

Increasingly to 40 percent

Air suction

15 liter per minute

Changing tray angle

Maximum 7 degree to horizontal

Height of equipment in jack model

Maximum 137
Minimum 125

.

Length : 22
Equipment dimensions Width : 63

High : 137
Weight 85 kg
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Sign and Labels

Label sign

Label description

FUSE: 3A

Indicates place and kind of fuse

MAX 12Kg

Indicates maximum weight tolerance of
monitor stand

w \l/_

‘/.

/~L\

A warning in order to protection against
sun radiant and radioactive

/N A\

A warning of hot surface

Air SENSOR

Indicates connection of air sensor

Skin SENSOR

Indicates connection of skin sensor

0295
818w (gl IS 9 513655 ey Cag>lab)
-3940 £92) il 62 5395 oy

A warning that before installation starting
and using, study instruction manual

MODEL: 110A BATCH No.

SUPPLY: 220V AC, 2A, 440W, 50Hz (€ 134
cuassiFicaTion: [#][CJ) intermittent Operation
s

T 49821 207218 - Fx: 4982123362814

Ho. 14, Shabiam s, sarvesquare, aadat abad TEARAN, xunI

Technical specifications label, serial
number, equipment power producing
date and ...

MAX 3 kg

A warning of maximum weight tolerance
of I.V.Stand




Address and specifications of European representative

European representative:
Atta Motedayen NO. 27A Kaiser Str. 44135 Dortmund,
Deutschland
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WWW.TOSANCO.COM



